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Description : 


The Copper Strip Corrosion Tester is an advanced and reliable instrument designed 
for evaluating the corrosion resistance of petroleum products. This cutting-edge 
device is widely utilized in laboratories, refineries, and quality control facilities to 
assess the corrosive tendencies of various fuels, lubricants, and other 
hydrocarbon-based substances. 


Specifications : 


Sample hole 4 pieces 


Sample quantity 4 to 12 pieces 
Ambient temperature Room temperature to 35 °C 


Temperature controlling range | Room temperature to 100°C 


Temperature controlling 

+1°C 
accuracy 
Temperature controller Pt100 


Relative humidity < 85% 


_— 


; 600 W for temperature controlling; 1000 W for 
Heating power 7 ; 
auxiliary heating 
Total power consumption < 1800 W 
— 
Power supply AC 220 V +10 %, 50 Hz 


Features : 


LCD temperature controller 
High-test efficiency 
Heater and electric stirrer to maintain the bath 


constantly 


Control the test time and has automatic timing 


feature 


Applications : 


It is suitable to determine corrosiveness of aviation gasoline, jet fuels, vehicle 
gasoline, and natural gasoline, hydrocarbon with Reid vapor pressure lower than 124 


kPa, solvent oil, diesel oil, distillate oil, lubricating oil and other petroleum products. 
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